BUEHLER?
ELECTRIOMET 4
POLISHER/ETCHER

Electrolylic sample preparation

providea an efflclent method for
pollahing and etching of salld
solutlon alloys, Including stain-
lags gteals, aluminum, tianium
and many copper based alloys.

The new ELECTROMET™ 4
Pollsher/Etchar from BUEHLER®
Is designed to bring maximum
performance and sase of oper-
atlon ta the slectropolishing and
elching process. i consiats of 8
power source, 8 pollshing call, an
elching cell and sccessories,

Tha ELECTROMET™ 4 |a aimad

at the neads of today’s melallo-
graphers and |s loaded with safety
and convenience features such as:

® Corroslon and impact reslatant
reaction-injection-molded (FiM)
cablnets

# Trouble-frea solld state design
with alectronic controls actuated
by touch-pad switches

u Electrolyte tamperatura and
curreni monlioring to prevent
operational hazarda

u Load simulation mode to
facilitate preselectlon of desired

palishing and stching wvollagesa

= Farameter memory to automatl-
cally reset operating conditions
for repetitive work

Fower source confrols am laid
out in a clear conclse manner.
Pallshing ard etching times can
be separately preset from 0 to 58
minutes, 58 saconds in 1 second
Iincremenis and are displayad

on a dightal LED readoul. Tha
ELECTROMET™ 4 automatically
swllches from Pollsh to Etch if
both the polishing and stching
times have been selacted.

Vollage can be presel using the
toush-pad valtage eontrals and
load tesl control. By depressing
the load test control, the operator
can simulate actual voltage condl-
tlons undar load, Actual voltage
and current appear on digital LED
readouts during operation and
amperage Is aleo displayed an a
digital LED bar graph.

& current overioad shul-off and
LED lault indicalor prevent exces-
sive amperage draw,




a dangerous condition is reached.
Tha slectrolyte pump in the
Polighing Call |s controlled from
the Power Source Front Panel.
The pump utilizes a Vs HP [37TW)
DC motor which iz activated by an
iluminated Pump onjoff switch.
Pump speed can be increased or
decraased via touch pad controks
and pump speed is displayed

{88 & percant of maximum speed)
on an LED bar graph. The anode
arm is adjustable to accommaodate
specimens up to 5° (12.Tem) In
halght. The use of different size
glass filed polyethylene masis
controls the area being prepared.,

The external Eiching Cell supplied
with the ELECTROMET® 4 Is used
whan a different solution than
that used for polishing s desired
for etching. It has a 200ml capac-
ity and includes both copper and
stainless steel cathode sets. A
special clamp enables simplified
etching of unmountad specimens.

Front panel comrols incorporate touch-pad swiiches, digial LED parameter
readouts and bar graphs.

Specifications

No. TO-1830-115 ELECTROMET™ 4 Palizher/Elcher complata, includ-
ing Mo. T0-1831-115 ELECTROMET® 4 Powar Source, Mo, T0-1832
Polishing Cell, No. 70-3100 Etching Cell. operating instructions.

For 115Vis0HzM phase aperalion.

No. 70-1830-220 ELECTROMET™ 4 Polisher/Etcher, sama
a5 No. T0-1830-115, bat for 220-240V/50HZA phds oparalion,

Dirmenalona: Poiwisd Sours 13% W = 18%%"D = 8°H
(33.3em = 47cm = 22.8cm)
Puolishimg Cell B"W x B"D = 16" H
(20cm = 20Dem = 416m)
Elching Cedl B"W x 6"D x B H

(13cm x 15cm x 20em)

Shipping Weight: 80 Ibs. (27.3 kg)

No. T0-1831-115 ELECTROMET® 4 Power Source, T KA sysiem with
isodaton transformer, elecironic touch-pad ondolf, timing, woltaga,
polishietch sebect and pump stirrer controls, digital LED displays of
tima, voltage, curreni and electrolybe temperature, current and pump
spead digital LED bar graphs. Operating instructons. For 115V7G0HzM
phase operation,

No. T0-1831-220 ELECTROMET™ 4 Power Source, Samd as
Nio. T0-1B31-115, but for 220-240W60H21 phase operalion

No. T0-1832 ELECTROMET® 4 Polishing Cell with iransparent one
liter capacity PVC electrohyie tank, five polyethnylene masks of ¥
(8.5mmj, ¥* (12.7mm), %" (19.1mm), %" (22.2mm) dia. and 0.6"
(15.2mm) square, cooling coils and cables for connection 1o Power
Source. Operating inatructions.

No. 70-1735 Electrolyte Tank, spare with stirring rod and hid.

Ho. 70-2015 Masks, set of 5 including 18a. ¥ (8.5mmj), " (12.7mm),
34" (18.imim), Ta" (22.2mm) dia., and 0,67 (15.2mm) squarns

No. T0-2100 Cathodes (Set of 2), stainless stesl,
No. 70-2105 Cathodes (Set of 2), copper.

Ho. 70-3100 Etching Cell, with 200 ml capacity electrolyte container,
stainless steed and copper cathode sets and speciman clamp.
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